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Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815001
Soil
19-NOV-03 12:35
07-JAN-04

HAAF-ADA-207-5 APCL00201Project:
APCL001Client ID:

Client

+/-2.04
+/-1.97

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.72
1.94

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

8.27
16.4

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815001
HAAF-ADA-207-5 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    
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Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815002
Soil
19-NOV-03 12:45
07-JAN-04

HAAF-ADA-207-14 APCL00201Project:
APCL001Client ID:

Client

+/-2.07
+/-2.24

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.93
1.78

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

9.32
25.6

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815002
HAAF-ADA-207-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch
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Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815003
Soil
19-NOV-03 08:30
07-JAN-04

HAAF-ADA-205-6 APCL00201Project:
APCL001Client ID:

Client

+/-1.96
+/-1.78

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.82
2.16

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

7.11
10.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815003
HAAF-ADA-205-6 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch
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Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815004
Soil
19-NOV-03 08:40
07-JAN-04

HAAF-ADA-205-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.99
+/-1.87

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.67
1.73

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

8.22
15.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815004
HAAF-ADA-205-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815005
Soil
19-NOV-03 10:45
07-JAN-04

HAAF-ADA-210-14 APCL00201Project:
APCL001Client ID:

Client

+/-2.37
+/-1.79

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.76
1.81

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

11.9
13.8

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815005
HAAF-ADA-210-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815006
Soil
19-NOV-03 12:15
07-JAN-04

HAAF-ADA-21-14 APCL00201Project:
APCL001Client ID:

Client

+/-2.02
+/-1.92

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

2.39
2.14

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

6.60
14.2

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815006
HAAF-ADA-21-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511518pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815007
Soil
19-NOV-03 09:00
07-JAN-04

HAAF-ADA-211-06 APCL00201Project:
APCL001Client ID:

Client

+/-1.92
+/-1.70

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

2.04
1.96

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

6.82
10.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815007
HAAF-ADA-211-06 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511907pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815008
Soil
19-NOV-03 09:10
07-JAN-04

HAAF-ADA-211-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.97
+/-1.63

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

2.34
1.90

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

7.05
10.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815008
HAAF-ADA-211-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511907pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815009
Soil
19-NOV-03 09:25
07-JAN-04

HAAF-ADA-202-02 APCL00201Project:
APCL001Client ID:

Client

+/-2.13
+/-1.87

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.70
1.92

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

9.20
14.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815009
HAAF-ADA-202-02 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511907pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815010
Soil
19-NOV-03 09:45
07-JAN-04

HAAF-ADA-202-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.86
+/-1.70

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

2.05
1.87

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

6.54
11.9

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815010
HAAF-ADA-202-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511907pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815011
Soil
19-NOV-03 10:15
07-JAN-04

HAAF-ADA-210-02 APCL00201Project:
APCL001Client ID:

Client

+/-2.29
+/-1.99

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.93
2.15

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

9.44
14.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815011
HAAF-ADA-210-02 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033511907pCi/g
pCi/g

01/16/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815012
Soil
19-NOV-03 11:00
07-JAN-04

HAAF-ADA-201-06 APCL00201Project:
APCL001Client ID:

Client

+/-1.81
+/-1.78

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.86
1.80

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019171448AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

5.57
13.0

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815012
HAAF-ADA-201-06 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815013
Soil
19-NOV-03 11:30
07-JAN-04

HAAF-ADA-201-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.85
+/-1.79

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

2.08
1.89

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

7.24
17.6

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815013
HAAF-ADA-201-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815014
Soil
19-NOV-03 12:00
07-JAN-04

HAAF-ADA-209-04 APCL00201Project:
APCL001Client ID:

Client

+/-1.99
+/-1.67

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.98
1.66

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

9.45
15.3

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815014
HAAF-ADA-209-04 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815015
Soil
19-NOV-03 12:10
07-JAN-04

HAAF-ADA-209-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.53
+/-1.42

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.50
1.55

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

6.46
11.1

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815015
HAAF-ADA-209-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815016
Soil
18-NOV-03 12:00
07-JAN-04

HAAF-ADA-212-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.49
+/-1.37

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.43
1.56

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

5.61
9.60

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815016
HAAF-ADA-212-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815017
Soil
18-NOV-03 11:50
07-JAN-04

HAAF-ADA-212-06 APCL00201Project:
APCL001Client ID:

Client

+/-1.70
+/-1.55

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.63
1.60

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

7.09
13.3

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815017
HAAF-ADA-212-06 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815018
Soil
18-NOV-03 11:20
07-JAN-04

HAAF-ADA-204-06 APCL00201Project:
APCL001Client ID:

Client

+/-1.68
+/-1.70

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

2.27
1.84

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

4.71
15.0

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815018
HAAF-ADA-204-06 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815019
Soil
18-NOV-03 11:20
07-JAN-04

HAAF-ADA-208-06 APCL00201Project:
APCL001Client ID:

Client

+/-1.37
+/-1.51

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.61
1.77

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

4.28
11.4

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815019
HAAF-ADA-208-06 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033540229pCi/g
pCi/g

01/17/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815020
Soil
18-NOV-03 10:30
07-JAN-04

HAAF-ADA-208-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.45
+/-1.37

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.14
1.51

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

6.60
10.2

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815020
HAAF-ADA-208-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033541900pCi/g
pCi/g

01/18/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815021
Soil
18-NOV-03 12:30
07-JAN-04

HAAF-ADA-204-14 APCL00201Project:
APCL001Client ID:

Client

+/-1.30
+/-1.26

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.67
1.53

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

3.81
7.94

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815021
HAAF-ADA-204-14 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033541900pCi/g
pCi/g

01/18/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815022
Soil
18-NOV-03 13:50
07-JAN-04

HAAF-ADA-206-01 APCL00201Project:
APCL001Client ID:

Client

+/-1.55
+/-1.61

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.63
1.63

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

5.84
14.7

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815022
HAAF-ADA-206-01 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033541900pCi/g
pCi/g

01/18/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815023
Soil
18-NOV-03 14:20
07-JAN-04

HAAF-ADA-203-06 APCL00201Project:
APCL001Client ID:

Client

+/-1.82
+/-1.61

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.57
1.63

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

7.91
14.1

Alpha
Beta

GFPC, Gross A/B, solid

Page      1      of      2    



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815023
HAAF-ADA-203-06 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch

Page      2      of      2    

Method



Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Rad Gas Flow Proportional Counting

Parameter Result UnitsQualifier AnalystDate Time

3033541901pCi/g
pCi/g

01/18/04ATH1

 DL RL

4.00
10.0

DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815024
Soil
18-NOV-03 14:10
07-JAN-04

HAAF-ADA-203-00 APCL00201Project:
APCL001Client ID:

Client

+/-1.79
+/-1.71

Notes:
  The Qualifiers in this report are defined as follows :

                                        Sample ID:

                                       Receive Date:

                                        Client Sample ID:

                                       Matrix:
                                       Collect Date:

                                       Collector:
Batch

 The above sample is reported on a dry weight basis except where prohibited by the analytical procedure.

1.57
1.61

The following Prep Methods were performed 

Dry Soil Prep Dry Soil Prep GL-RAD-A-021 01/08/04 3019181454AWB

Method Description Analyst Date Time Prep Batch 

Method

The following Analytical Methods were performed 

1

Method Description 

1

EPA 900.0 Modified

Analyst Comments 

<     Result is less than amount reported.
>     Result is greater than amount reported.
B     Target analyte was detected in the sample as well as the associated blank.
BD    Flag for results below the MDC or a flag for low tracer recovery.
E     Concentration of the target analyte exceeds the instrument calibration range.
H     Analytical holding time exceeded.
J     Indicates an estimated value.  The result was greater than the detection limit, but less than the reporting limit.
P     The response between the confirmation column and the primary column is >40%D.
U     Indicates the target analyte was analyzed for but not detected above the detection limit.
UI    Uncertain identification for gamma spectroscopy.
X     Lab-specific qualifier-please see case narrative, data summary package or contact your project manager for details.
Y     QC Samples were not spiked with this compound.
h     Sample preparation or preservation holding time exceeded.

8.49
17.2

Alpha
Beta

GFPC, Gross A/B, solid
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Certificate of Analysis

GENERAL ENGINEERING LABORATORIES, LLC
2040 Savage Road  Charleston SC 29407 - (843) 556-8171 - www.gel.com

Parameter Result UnitsQualifier AnalystDate Time

Where the analytical method has been performed under NELAP certification, the analysis has met all of the
requirements of the NELAC standard unless qualified on the Certificate of Analysis.

This data report has been prepared and reviewed in accordance with General Engineering Laboratories, LLC
standard operating procedures. Please direct any questions to your Project Manager, Jake Crook.

___________________________________________________________
Reviewed by 

 DL RL DF

Eric WendlandContact:

Applied P & Ch LaboratoryCompany :
13760 Magnolia Ave.
Chino, California  91710

January 21, 2004Report Date:

Address :

(Level V)Project:

104815024
HAAF-ADA-203-00 APCL00201Project:

APCL001Client ID:                                        Sample ID:
                                        Client Sample ID:

Batch
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Method
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